
 

 
SPECIFICATION SHEET          
  
 
       
         PRODUCT NO.:  047079 
 
 

PRODUCT:   D Net (Drainage)  
 

PHYSICAL CHARACTERISTICS:  
STRUCTURE Diamond 
POLYMER  HDPE 
COLOUR Black 
ANTI OXIDANT ADDITIVE 0.5% 

 
DIMENSIONAL CHARACTERISTICS:  
WIDTH 2.1m 
LENGTH  
THICKNESS 7mm 
WEIGHT PER SQUARE METRE 900g 
ROLL WEIGHT  
ROLL DIAMETER 1.5m max. 
MESH COUNT 15 in 20cm 
WEIGHT PER LINEAR METRE 1900g 

 
TECHNICAL CHARACTERISTICS:  
Measurement Results Test Method 
TENSILE STRENGTH (MD) 8.5 kN/m 
TENSILE STRENGTH (TD) 4.5 kN/m 
STRAIN AT MAX (MD) 50% 

ISO 10319 

COMPRESSIVE STRENGTH (Reduction at 200 kPa) 10% EN-9863-1 
WATER FLOW RATE (MD)   HG = 1.0          20 kPa 3.5 lit/sec.m 
                                                                      100 kPa 3.4 lit/sec.m 
                                                                      200 kPa 2.3 lit/sec.m 
                                                                      300 kPa 1.1 lit/sec.m 

BS EN ISO 12958 

 
Packaging:  Each roll banded with 2 straps and identified with part number. 
 
 
  
 
 
 
    For and on behalf of Boddingtons Limited                    Quality Manager 
 
 
 
 
All the above information is given in good faith, but the figures are typical values only and should not be 
taken as a guarantee of performance. Manufacturing tolerances for dimensional and technical 
characteristics apply and are available on request. The company reserves the right to improve the 
product and adjust the specification without notice. 
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